




MSC739/CRF-AD

sensor controller

BSC719(02)-I

sensor controller
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On-board electronics for

displacement sensor LVP-0,3-

Z20-2-CR-AC with integral A/D

converter and 8-pole FPC plug

On-board electronics for displacement

sensor DTA-1D-CA-U with trimmers for

setting the sensitivity and zero point

Connection via 9-pole Sub-D

Model MSC739/CRF-AD

Article 4111006.03

Power supply + 5 V

Sensor LVP-0.3-Z20-2-CR-AC

Output signal digital TTL level

Resolution 0.025 % FSO

Frequency response 3 kHz (-3dB)

Temperature range +10 °C ... +40 °C

FSO = Full Scale Output

Model BSC719(02)-I

Article 2208078.02

Power supply 24 VDC

Sensor DTA-1D-CA-U

Output signal 4 ... 20 mA

Resolution 0.07 % FSO

Frequency response 100 Hz (-3 dB)

Temperature range 0 °C ... +50 °C

FSO = Full Scale Output



MSC739VS-U

sensor controller
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Dual-channel evaluation electronics for

valve stroke measurement in aluminum

housing with plug connection for two

valve stroke sensors

Model MSC739VS-U

Article 4111009

Power supply +10 ... 16 VDC

Sensor LVP-14-F-5-CR

Output 1 ... 9 VDC

Resolution 0.02 % FSO

Frequency response 20 kHz (-3dB)

Temperature range +10 °C ... +50 °C

FSO = Full Scale Output



Accessories for linear inductive sensors

VIP, LVP, LDR, EDS and LVDT series
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Accessories

2960031 MC25D digital micrometer calibration fixture

2420019 PS2010 power supply on DIN rail, output 24 VDC,

input 240 VAC, switchable 110 VAC

2984026 function and linearity inspection certificate incl. protocol

with listed measurement data of the linearity inspection and documentation

Accessories VIP and LVP series

Accessories LDR series

Accessories EDS series

Connection cable

Plunger

Connection cable

Supply cable

Plunger

Service

Connection cable

0157043 C703-5 VIP/LVP/EDS 7-pin connection cable, 5 m

2902084 C703-5/U VIP/LVP/EDS 7-pin connection cable, 5 m

for voltage output 1 - 5 V

0157050 C703/90-5 VIP-/LVP-/EDS-7-pin connection cable, 5 m

with 90° cable connector

2962001 MBS 12/8 mounting set for VIP series

with 3 mounting blocks and 2 adapting rings

0487087 MBS 12/8 mounting block VIP/LVP series

0800114 LVP-50 plunger

0800115 LVP-100 plunger

0800116 LVP-200 plunger

0157047 C7210-5/3 sensor cable, 5 m, with cable connector

0157048 C7210/90-5/3 sensor cable, 5 m, with 90° cable connector

2901087 PC710-6/4 supply/output cable, 6 m

0800136 LDR-10 plunger

0800137 LDR-25 plunger

0800138 LDR-50 plunger

2985001 Function and linearity inspection for EDS series incl. pressure inspection

and documentation without recalibration

0157043 C703-5 VIP/LVP/EDS 7-pin connection cable for S series, 5 m

2902084 C703-5/U VIP/LVP/EDS 7-pin connection cable for S series, 5 m

for voltage output 1 - 5 V

0157050 C703/90-5 VIP/LVP/EDS 7-pin connection cable for S series, 5 m

with 90° cable connector

2901143 C705-5 VIP-/LVP-/EDS -pin connection cable for F series, 5 m

2901160 C705-15 VIP-/LVP-/EDS -pin connection cable for F series, 15 m

5

5

linearity inspection certificate

mounting block VIP and LVP series
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Accessories LVDT series

Sensor cable

Connection cable

2902003 C700-3 sensor cable, 3 m, with connector

2902005 C700-6 , 6 m,

2902004 C701-3 , 3 m, nd fre

2902013 C701-6 , 6 m,

2902009 C701/90-3 , 3 m,

2901087 PC710-6/4 supply/output cable, 6 m

sensor cable with connector

sensor cable with connector a tin-plated e ends

sensor cable with connector and tin-plated free ends

sensor cable with 90° connector and tin-plated free ends

2966002 MSC710 connector set for supply/output cable

2981010 connector mounting and calibration of MSC710

0800001 DTA-1D plunger

0800002 DTA-3D plunger

0800003 DTA-5D plunger

0800004 DTA-10D plunger

0800005 DTA-15D plunger

0800006 DTA-25D plunger

0483090.01 DTA-F10 mounting flange, slotted

for DTA-1, DTA-3, DTA-5, DTA-10

0483083.02 DTA-F20 mounting flange, slotted

for DTA-15, DTA-25

0459002 Typ 2

0459001 Typ 2 hard metall

0459003 Typ 11

0459004 Typ 13

Plunger

Flange

Probe tips

standard probe tip: type 2 option: type 11 option: type 13
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More Precision.

Sensors and systems

Sensors and measurement devices

Measurement systems

for displacement, position and dimension

for non-contact temperature measurement

for online/offline quality control

www.micro-epsilon.com

8120

MICRO-EPSILON USA

Brownleigh Dr. · Raleigh, NC 27617 / USA

Phone +1/919/787-9707 · Fax +1/919/787-9706

info@micro-epsilon.us

MICRO-EPSILON Headquarters

Koenigbacher Str. 15 · 94496 Ortenburg / Germany

Tel. +49 (0) 8542 / 168-0 · Fax +49 (0) 8542 / 168-90

info@micro-epsilon.com

MICRO-EPSILON UK Ltd.

Unit 1 Pioneer Business Park Ellesmere Port · CH65 1AD

info@micro-epsilon.co.uk
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